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ALL TRADES SHALL BE RESPONSIBLE FOR THE CONTENTS
CONTAINED HEREIN, AND FOR THE INFORMATION REPRESENTED
ON ALL SHEETS.  THESE CONSTRUCTION DOCUMENTS HAVE BEEN
PRODUCED WITH THE INTENTION OF BEING USED AS A SINGULAR
TOOL FOR THE CONSTRUCTION OF THIS PROJECT.  NO SINGLE
DRAWING WILL STAND ALONE, AND AT NO TIME WILL THE
ARCHITECT OR OWNER BE RESPONSIBLE FOR ACTIONS TAKEN BY
A CONTRACTOR OR SUBCONTRACTOR WHO HAS NOT
REVIEWED, AND IS NOT IN POSSESSION OF A FULL WORKING SET
OF DRAWINGS.  BE ADVISED, THERE MAY BE NOTES ON A
DRAWING FOR ONE SPECIFIC TRADE THAT WILL PERTAIN TO THE
WORK OF OTHER TRADES.  GENERAL CONTRACTOR IS
RESPONSIBLE FOR THE CLEAR COMMUNICATION BETWEEN ALL
TRADES, AND THAT ALL WORKERS HAVE ADEQUATELY REVIEWED
ALL DRAWINGS AND LOCATED ALL WORK THAT WOULD FALL
UNDER THEIR RESPONSIBILITY.

NOTICE TO CONTRACTOR & ALL
TRADES

BUILDING PERMIT BY GENERAL CONTRACTOR.

CONTRACTOR SHALL BE RESPONSIBLE FOR ALL TEMPORARY
SHORING, BRACING & WEATHER PROTECTION.

CONTRACTOR SHALL BE RESPONSIBLE FOR ALL PROTECTION
AND BARRICADING OF PUBLIC AREAS AND NEIGHBORING
PROPERTIES

CONTRACTOR SHALL COMPLY WITH ALL PERTINENT RULES,
REGULATIONS, ORDINANCES, AND LAWS MANDATED BY LOCAL,
STATE, AND FEDERAL AGENCIES.

PRIOR TO CONSTRUCTION, EXAMINE ALL PROJECT
SPECIFICATIONS, DRAWINGS, AND VISIT THE SITE TO DEVELOP A
COMPLETE UNDERSTANDING OF THE PROJECT SCOPE. FAILURE
TO DO SO SHALL NOT RELIEVE THE CONTRACTOR OF HIS
RESPONSIBILITY TO PERFORM ALL WORK REQUIRED FOR A
COMPLETE INSTALLATION.  UPON REVIEW OF THESE
DOCUMENTS, ADVISE THE ARCHITECT IN A TIMELY MANNER OF
ANY DISCREPANCIES WHICH WILL EFFECT THE WORK REQUIRED
SO THAT THE ARCHITECT MAY PROVIDE DIRECTION PRIOR TO
BEGINNING EFFECTED WORK.

GENERAL NOTES

PROJECT CONTACTS
OWNER
COUNTY  OF CULPEPER
PAUL HOWARD
OWNER'S REPRESENTATIVE
540.727.3409

JOE KOONTZ - COUNTY OF
CULPEPER PROJECT MANAGER
540.718.1706

ARCHITECT
SANDERS ARCHITECTURE, PC
DEX SANDERS
540.829.2590

BASE BID & ALTERNATES
CONTRACT BASE BID WORK IS LIMITED TO SELECTED ACM ABATEMENT /
DEMOLITION, TEMPORARY EXTERIOR OPENING PROTECTION WHERE WINDOWS
ARE REMOVED & REPAIRS TO ABATED AREAS.

ADD ALTERNATE #1:  UNIT COST TO REMOVE / ABATE ADDITIONAL EXISTING
WINDOW UNIT IN MASONRY OPENING (APPROX. 10'-8" x 8'-0") AND INSTALL
TEMPORARY WEATHER PROTECTION IN EXISTING WINDOW OPENING.

ADD ALTERNATE #2:  SF UNIT COST TO REMOVE ADDITIONAL ACM FLOOR TILE AND
RE-PAINT FLOOR.

WORK BY OTHERS
1. ALL PHASE 2 WORK WILL BE BY OTHERS AND IS NOT INCLUDED IN

CULPEPER COUNTY BG-17-1105 CONTRACT WORK.
2. NEW EXTERIOR WINDOW INSTALLATION
3. INTERIOR FINISHES NOT SPECIFICALLY INCLUDED IN THE ABATEMENT

WORK BUT SHOWN UNDER THIS PROJECT.
4. MECHANICAL, ELECTRICAL & PLUMBING & SECURITY.
5. I.T., DATA, TELEPHONE SERVICE
6. FURNISHINGS
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DRAWING LIST
PERMIT #1
CS-1 COVER SHEET
CS-2 PROJECT SPECIFICATIONS
D-1 PHASE 1 ABATEMENT & ALTERATION PLAN
A-1 PHASE 2 ALTERATION PLANS
A-2 PHASE 2 REFLECTED CEILING PLAN

CODE INFORMATION - (2012 VA REHABILITATION CODE )
301.1.1 PRESCRIPTIVE COMPLIANCE METHOD SELECTED

(305) BUILDING PLANNING
A-1 ASSEMBLY - LEASE CHURCH USE
B OFFICE USE

(508.3) NON-SEPARATED USES

(602.2) CONSTRUCTION TYPE:  IIB NON-COMBUSTIBLE

(T503) HEIGHT & AREA LIMITATION (ALLOWABLE/ACTUAL):
NO CHANGE IS PROPOSED TO HEIGHT OR AREA

BUILDING AREA
APPROX.  REMODELED AREA:   5,935 SF (BASE BID)

TOTAL BUILDING AREA (FOOTPRINT): 33,584 SF

(506.3) NO AREA MODIFICATION TAKEN - EXISTING  

HEIGHT - NO CHANGE

(T601 & T602) FIRE RESISTANT RATINGS
NO CHANGE PROPOSED TO EXISTING RATINGS

EXTERIOR OPENING PROTECTIVE:  UNPROTECTED OPENINGS
ALLOWED  > 20 FEET DISTANCE

(803) INTERIOR FINISHES:  INTERIOR WALLS, CEILINGS, &
FLOORS SHALL COMPLY WITH VCC SECTION 803, TABLE 803.5,
AND SECTION 804

FIRE SEPARATION ASSEMBLIES: NONE

(903) FIRE SUPPRESSION SYSTEM -   NONE
(906) PORTABLE FIRE EXTINGUISHERS - SEE PLAN
(907.2.4) FIRE ALARM SYSTEM - NO CHANGE

CODE INFORMATION  (CONTINUED)

MEANS OF EGRESS

OCCUPANCY LOAD: NO CHANGE

NUMBER OF EXITS REQUIRED / PROVIDED:  
NO CHANGE

MAX. EXIT TRAVEL DISTANCE REQUIRED / PROVIDED:  NO CHANGE

MAX. COMMON PATH OF TRAVEL:  NO CHANGE

ACCESSIBLE EXITS REQUIRED / PROVIDED:
MAIN ENTRY DOOR MODIFIED TO ACCESSIBLE EXIT

SUMMARY OF WORK

THIS WORK WILL BE PERFORMED IN TWO PHASES.

PHASE 1 WORK INCLUDES DEMOLITION & ABATEMENT OF ACM WITH
REPAIRS TO ABATED AREAS.  MAIN ENTRANCE WILL BE MODIFIED TO
BE ACCESSIBLE & AN ACCESSIBLE TOILET WILL BE INSTALLED.

CONTRACT MAY BE EXPANDED TO ABATE ADDITIONAL ACM
FLOORING OR CEILING MASTIC AS FUNDING ALLOWS.

PHASE 2 WORK WILL INCLUDE NEW EXTERIOR WINDOWS & INTERIOR
FINISHES AS INDICATED.

CODE INFORMATION  (CONTINUED)

DESIGN LOADS
NO STRUCTURAL MODIFICATIONS ARE PROPOSED IN THIS WORK.

MEP COORDINATION NOTE

PLUMBING, ELECTRICAL, & HVAC SYSTEMS ARE TO BE CONSTRUCTED AS
COMPLETE, COORDINATED DESIGN / BUILD SYSTEMS.  AS A MINIMUM THEY
SHALL MEET APPLICABLE BUILDING AND LIFE SAFETY CODES UNDER VA USBC
2012 & ANSI A117.1-2009.  EACH SYSTEM DESIGNER/INSTALLER MUST
COORDINATE WITH THE GENERAL CONTRACTOR AND OTHER PROJECT
SUB-CONTRACTORS.

MEP SUB-CONTRACTORS WILL SUBMIT PERMIT DOCUMENTS AND PULL
INDIVIDUAL MEP PERMITS.

DEMOLISHED

PHASES 1 & 2
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PROJECT SPECIFICATIONS

GENERAL NOTES:
1.  ALL ITEMS & SYSTEMS TO BE INSTALLED AS RECOMMENDED BY THE MANUFACTURER AND IN
CONFORMANCE WITH APPLICABLE BUILDING CODES, LAWS AND REGULATIONS.

2.  UNLESS "NO SUBSTITUTIONS" IS SPECIFICALLY INDICATED, IT IS NOT THE INTENT OF THESE SPECIFICATIONS
TO EXCLUDE MANUFACTURERS THAT PRODUCE EQUAL PRODUCTS OR SYSTEMS.  CONTRACTOR IS
ENCOURAGED TO SUBMIT ALTERNATE PRODUCT OR SYSTEM MANUFACTURERS FOR CONSIDERATION BY
ARCHITECT PRIOR TO BID .

3.  CONTRACTOR SHALL DAILY REMOVE ALL DEBRIS FROM SITE AND KEEP WORK AREA CLEAN. REMOVE
EXCESS MATERIALS FROM SITE.

4.  FOLLOWING CONTRACT AWARD, SUBMIT PROPOSED COLOR CHARTS & SAMPLES FOR ALL REQUIRED
COLOR SELECTIONS TO ARCHITECT / OWNER FOR SELECTION & SCHEDULE.

5.  SUBMITTAL INFORMATION REQUIRED FOR ALL SECTIONS NOTED THUS **

6.   CONTRACTOR SHALL SUBMIT AND OBTAIN ALL PERMITS REQUIRED FOR THE EXECUTION OF THIS WORK.
U.N.O. ALL PERMIT FEES WILL BE PAID BY THE CONTRACTOR.  SPECIAL INSPECTIONS REQUIRED BY THE
CODE SHALL BE PAID FOR BY THE OWNER.  THE OWNER WILL PAY FOR ALL OTHER QUALITY CONTROL
INSPECTIONS.  UTILITY CONNECTION FEES WILL BE PAID BY THE OWNER.

02000 - SITE WORK   (NOT USED)

02500 - BUILDLING UTILITIES  (NOT USED)

02800 - LANDSCAPING    (NOT USED)

03300 CAST-IN-PLACE CONCRETE
1.  SLABS REPAIR - 3,500 PSI FOR FINISHED INTERIOR SLABS, MAX SLUMP 4". ALL CONCRETE EXPOSED
TO EXTERIOR TO BE AIR ENTRAINED 4.5% TO 6%.
2.  CONCRETE WORK SHALL CONFORM TO THE CURRENT VERSION OF:

ACI 318 - STANDARD BUILDING CODE REQUIREMENTS FOR REINFORCED CONCRETE
ACI 301 - SPECIFICATIONS FOR STRUCTURAL CONCRETE FOR BUILDINGS
ACI 302 - RECOMMENDED PRACTICE FOR CONCRETE FLOOR & SLAB CONSTRUCTION
ASTM E1155 - STANDARD TEST FOR FLOOR FLATNESS AND LEVELNESS

3.  CONTRACTOR SHALL CAREFULLY MONITOR CONCRETE PLACEMENT ACTIVITIES TO MINIMIZE
SPILLAGE & CLEAN BOTH INTERIOR AND EXTERIOR AREAS WHERE CONCRETE SPLATTERS OR DRIPS .
4.  NO DUMPING OF EXCESS CONCRETE OR TRUCK CLEAN UP TO OCCUR ON SITE UNLESS APPROVED
IN ADVANCE BY OWNER.

05000 METALS
1.   METAL STUD FRAMING MEMBERS TO BE EQUAL TO DIETRICH CSJ IN SIZES INDICATED.
2.  INTERIOR NON-BEARING STUD WALLS TO BE 18GA(43) IN THICKNESS INDICATED.
3.  INTERIOR NON-BEARING WALL FURRING TO BE 20GA(33).
5.  PROVIDE SLIP-CHANNELS, CLIPS, FASTENERS & BRACING BACK TO STRUCTURE FOR A COMPLETE
INSTALLATION.  BRACE ALL SOFFIT & BULKHEAD FRAMING TO STRUCTURE ABOVE.

06000 WOOD AND PLASTIC   **
1.  MINIMUM WOOD BLOCKING OR NAILERS  SHALL BE SYP #2, GROUND CONTACT PRESERVATIVE
TREATED WHERE INDICATED AND REQUIRED BY CODE.   ALL WOOD IN CONTACT WITH SLABS ON GRADE
OR EXTERIOR MASONRY WALLS TO BE PRESERVATIVE TREATED.  ALL FASTENERS IN CONTACT WITH
PRESERVATIVE TREATED WOOD TO BE STAINLESS STEEL OR HOT DIPPED GALVANIZED ONLY.
2.  CONTRACTOR TO PROVIDE ALL NECESSARY BLOCKING, FASTENERS AND CONNECTORS.
PROVIDE ALL TEMPORARY AND PERMANENT BRACING TO STABILIZE STRUCTURE AT ALL TIMES.
3.  INTERIOR EXPOSED PAINTED TRIM TO BE #2 PINE / SPRUCE / FIR ALL ONE SPECIES.  BACK PRIME &
FILL HOLES BEFORE PAINT.  MITER BUTT JOINTS.

07210 BUILDING INSULATION
1.  SOUND BATTS INSULATION TO BE UN-FACED SOUND ATTENUATION FIBERGLASS BATT INSULATION BY
OWNENS CORNING IN 3" THICKNESS U.N.O.  SOUND BATTS SHALL BE INSTALLED IN ALL NEW INTERIOR
WALLS  U.N.O.

07400 ROOFING & SIDING PANELS  (NOT USED)

07841 - THROUGH PENETRATION FIRESTOP SYSTEMS  (NOT USED)

07900 CAULKING & SEALANTS
1.  PRODUCTS SHALL BE  DOW CORNING - 790 OR GE SILICONE SILPRUF 2000 WEATHERING SEALANT.
2.  TYPICALLY, SEALANT COLOR TO MATCH ADJACENT MATERIAL.  CONSULT ARCHITECT FOR
SPECIFIC COLOR SELECTIONS FROM FULL RANGE OF MANUFACTURER'S STANDARD COLOR.
3.  PROVIDE MILDEW RESISTANT SILICONE SEALANT IN AREAS SUBJECT TO HIGH HUMIDITY.

079500    EXPANSION JOINT COVERS   (NOT USED)

08110 STEEL DOOR & FRAMES    (NOT USED)

08200 WOOD DOORS
1. MATCH EXISTING STAIN OR PAINTED WOOD PANEL DOOR PROFILE.  PROVIDE REINF. FOR CLOSERS
& CUT-OUT FOR SARGENT 11-LINE TYPE LOCKSETS.  IF AVAILABLE, ALL HARDWARE TO BE BRUSHED
BRONZE / BRASS.

08500 ALUMINUM WINDOWS  (SUBMITTAL REQUIRED)**
SEE PROJECT MANUAL SECTION 08500 & SHEET A-2.

09200 GYPSUM BOARD ASSEMBLIES
1.  PROVIDE COMPLETE GYPSUM BOARD ASSEMBLIES AS INDICATED FOR NEW WORK.  INSTALL
GYPSUM BOARD PANELS VERTICALLY ALONG STUD IN CONTINUOUS PANELS TO DECREASE BUTT JOINTS
WHERE POSSIBLE.   PROVIDE MR BOARD IN NON-FIRE RATED WET WALL LOCATIONS.
2.  ACOUSTICAL WALLS INDICATED ARE TO BE INSTALLED W/ ALL EDGE CONDITIONS AND
PENETRATIONS SEALED TO MAINTAIN ACOUSTICAL NRC RATING.
3.  FINISH GYPSUM BOARD SO THAT SEAMS & SCREW LOCATIONS ARE NOT VISIBLE AFTER PAINT FINISH
IS APPLIED.
4.  WHERE GYPSUM BOARD MEETS CMU WALLS OR OTHER STRUCTURE, PROVIDE A CONT. METAL
J-BEAD EDGE WITH A FLEXIBLE SEALANT FILLER.
5.   CROOKED CORNERS OR WALLS WILL BE REQUIRED TO BE  STRAIGHTENED.

09300 CERAMIC TILE & STONE   **
 FLOOR TILE TO HAVE STATIC OF COEFFICIENT OF FRICTION OF MIN. 0.6.
2.  SUBMIT SAMPLES OF PROPOSED TILE & COLORS.
3.  SEE COLOR / FINISH SCHEDULE FOR PROPOSED TILE PRODUCTS.
4.  PROVIDE SS ADA THRESHOLD EDGE.
5.  ALL NEW TILE TO BE THIN SET.   MORTAR: LATICRETE #4237; GROUT: LATAPOXY 210 GROUT IN
COLOR AS SELECTED BY ARCHITECT.; SEALANT: PECORA BC-158 BUTYL RUBBER.
6.  INSTALL TILE LEVEL, WITH EVEN JOINTS AND MISC. EDGE STRIPS, BULLNOSE  AND TRIMS.  LAYOUT
TILE TO MINIMIZE THIN CUT TILES.  LEAVE FLOOR CLEAN, WITH ALL GROUT REMOVED FROM TILE SURFACE.
7.  TILE INSTALLER TO PROVIDE SUB-FLOOR LEVELER COMPATIBLE WITH SUB-FLOOR AND TILE.

SPECIFICATIONS (CONT.)

09510 ACOUSTICAL TILE CEILING  (NOT USED)
1.  TYPICAL CEILING TILES TO BE ARMSTRONG STANDARD CORTEGA (MATCH EX. TEXTURE) 2'x2'x 58",
INSTALLED IN STANDARD METAL SUSPENSION SYSTEM EQ. TO PRELUDE XL .  MAIN BEAMS: .025" THICKNESS,
1-1

2" HIGH AND 15
16" FLANGE (WHITE ENAMEL FINISH).  SUSPEND WITH 12 GA. HANGERS AT 4'-0" OC MAX.

AND 8" FROM ENDS.  CROSS BEAMS: .017" THICKNESS, LOCKED INTO MAIN BEAMS.  SUSPEND FROM
STRUCTURE ABOVE ONLY - NOT FROM PIPES OR DUCTWORK.   INSTALL GRID LEVEL TO HEIGHT INDICATED
OR, WITH PRIOR APPROVAL FROM THE ARCHITECT, AS HIGH AS  STRUCTURE & EQUIPMENT ALLOW.
U.N.O. CENTER GRID IN ROOM AS INDICATED ON THE REFLECTED CEILING PLAN. LEAVE (2) FULL BOXES
OF TILE FOR OWNER REPLACEMENT AFTER OCCUPANCY.
2.  CONTRACTOR TO COORDINATE ITEMS INSTALLED IN CEILING SO THAT LIGHTS ARE EVENLY SPACED
& DIFFUSERS  & DETECTORS  ARE CENTERED IN THE TILE.
3.  PROVIDE U.L. RATED CEILING SYSTEM WHERE INDICATED OR REQ'D.
4.  NEATLY TRIM & TOUCH UP PAINT ALL VISIBLE CUT EDGES.  REPLACE ALL NICKED AND DAMAGED TILES
BEFORE FINAL INSPECTION.

09650 RESILIENT FLOORING
1.    18" x 4" RUBBER COVE BASE BY JOHNSON RUBBER CO.  INSTALL SO ALL SEAMS ARE TIGHT & FLUSH
WITH WALL.

09660 CARPET  (NOT USED)
1.  NEW CARPET SQUARES AS INDICATED. ALL FLOOR SEALING, PATCHING, ADHESIVES AND
INSTALLATION IS INCLUDED IN THE BASE BID.   INSTALLER TO PROVIDE SUB-FLOOR LEVELER COMPATIBLE
WITH SUB-FLOOR AND CARPET.
2.  INSTALL CARPET IN AS MANY FULL PIECES AS POSSIBLE.  LAYOUT CARPET SO EDGES ARE PARALLEL
TO WALLS WHERE POSSIBLE.  ALL EDGES SHALL BE SECURELY FASTENED TO THE SUBSTRATE.  INSTALLED
CARPET TO BE FREE FROM BUBBLES, WRINKLES OR MANUFACTURING IMPERFECTIONS.  USE INTERFACE
TAB APPLICATION RECOMMENDED BY MFG.
3.  BEFORE INSTALLATION, THE CARPET INSTALLER SHALL CLEAN AND PREPARE THE SUB-FLOOR TO A
LEVEL AND BUMP FREE CONDITION.  NO CARPET SHALL BE INSTALLED OVER BARE CONCRETE THAT IS NOT
FIRST SEALED.  INSTALLATION OF CARPET SHALL INDICATE CONTRACTOR ACCEPTANCE OF SUB-FLOOR
PREPARATION.
4.  QUESTIONS CONCERNING CARPET DIRECTION OR PATTERN SHOULD BE DIRECTED TO THE
ARCHITECT .
5.  PROVIDE (2) FULL BOXES OF EACH FIELD PATTERN OF CARPET (INCLUDING ENTRANCE CARPET) & (1)
BOX OF ACCENT CARPET.

09900 PAINTING
1.  PREPARE ALL SURFACES FOR COATINGS & APPLY COATINGS AS RECOMMENDED BY THE MFG.
SPECIFICATIONS BELOW BASED ON SHERWIN-WILLIAMS. NOTE THAT EXPOSED ALUM., BRASS, CHROME,
STAINLESS STEEL, ETC. TO BE LEFT UNFINSHED.  DO NOT PAINT OVER TAGS & LABELS.
2.  NO SPRAY APPLICATION OF PAINT WITHOUT PRIOR APPROVAL FROM OWNER.  IF SPRAY
APPLICATION IS USED, TURN OFF HVAC SYSTEM & PROTECT EQUIPMENT & ADJACENT SURFACES FROM
OVERSPRAY.
3.  EXTENT OF COATING IN CONTRACT INCLUDES:  EXTERIOR SURFACES DISTURBED AROUND FRONT
DOOR.  PAINT INTERIOR EXPOSED PLASTER / GYPSUM DRYWALL SURFACES & TRIM AS WELL AS EXPOSED
DUCTWORK, PIPING & CONDUIT.
4.  PRIOR TO APPLICATION OF ANY COATING, PAINTING CONTRACTOR WILL EXAMINE THE SUBSTRATE TO
BE COATED.  APPLICATION OF PAINT DEMONSTRATES PAINTING CONTRACTOR'S ACCEPTANCE OF
SUBSTRATE.

PAINTING SCHEDULE:

EXTERIOR FERROUS METAL: shall be painted in accordance with the Steel Structural Painting Council
Specification (SSPC) "Alkyd Paint System No. 2.04 with Zinc Chromate Iron Oxide Primer" as follows:
a. The surface shall be cleaned as specified in SSPCSP 663 "Commercial Blast Cleaning".
b. Pretreatment of the steel shall not be required.
c. All paint, shall be applied in accordance with SSPCPA 164, "Field and Maintenance Painting".
d. A minimum of three coats of paint shall be applied.
e. After cleaning, the steel shall be primed with one coat of paint conforming with Federal
Specification TTP57b, "Zinc Yellow Iron Oxide Base, Ready Mixed".
f. Touch up field painting shall be performed in accordance with specification SSPCPA 164.
g. The second paint coat shall be SW A100 Exterior Latex Gloss.
h. The finish coat of paint shall be SW Al00 Exterior Latex Gloss.
i. The dry film thickness of the paint at any point shall not be less than the following: for the primer
1.5 mils; for the three coat paint system 3.5 mils. In the event the required paint film thickness is not
achieved as specified, additional coats shall be applied until the required thickness is obtained.

EXTERIOR GALVANIZED METALS: (All exterior galvanized metal to be painted).
 Prepare per workmanship above.

 1st Coat:  SW DTM Acrylic Primer/Finish 2.5 mils.
 2nd Coat:  SW A-100 Exterior Latex Gloss
 3rd Coat:  SW A-100 Exterior Latex Gloss

EXTERIOR MASONRY:  (All un-finished or previously painted exterior masonry except brick)
1st Coat: SW Pro-Industrial DTM Acrylic
2nd Coat: SW Pro-Industrial DTM Acrylic
3nd Coat: SW Pro-Industrial DTM Acrylic

INTERIOR GYPSUM DRYWALL:

 Eg-Shel Enamel:

 1st Coat: SW PrepRite Classic Latex Primer
 2nd Coat: SW Pro-Mar 200 LATEX Eg-Shel
 3rd Coat: SW Pro-Mar 200 LATEX Eg-Shel

NOTE:APPLY SEMI-GLOSS FINISH TO TOILETS

SPECIFICATIONS (CONT.)

INTERIOR FERROUS METALS:

 GROUP A: (All exposed interior ceiling metal, except aluminum, brass, bronze, chrome,
stainless steel).  To include the following items specially: steel joists, steel beams, purlins,
steel girders, steel deck.

 1st Coat: Primer coat generally by others, touch up and prepare per Workmanship above
or apply one coat of SW DMT Acrylic Primer.
 2nd Coat: SW Pro-Mar 200 Alkyd flat wall paint.
 3rd Coat: SW Pro-Mar 200 Alkyd flat wall paint.

 Note: All pipe, pipe covering, and conduits, shall be finished the same as the materials to
which they are attached.

 Group B: All other interior metal not pre-finished and in particular: door jambs, steel doors
and frames, etc.

 Primer:  Factory primer or SW Kem Bond HS Universal Primer
 2nd Coat: SW Pro-Mar 200 Alkyd Semi-Gloss
 3rd Coat: SW Pro-Mar 200 Alkyd Semi-Gloss.

GALVANIZED METAL:   same as for ferrous metals above.

INTERIOR MASONRY:

Clear Sealer

If paint finish:
  1ST Coat: SW PrepRite Block filler.
  2nd Coat: SW Pro-Mar 200 latex Semi-Gloss
 3rd Coat: SW Pro-Mar 200 latex Semi-Gloss.

PAINTED WOOD WORK:

  1ST Coat: PrepRite Wall and Wood Primer
  2nd Coat: SW Pro-Mar 200 Interior latex Semi-Gloss.
  3rd   Coat: SW Pro-Mar 200 Interior latex Semi-Gloss.

NATURAL FINISH WOOD

  1ST Coat: Stained - Minwax penetrate color - lightly sanded
  2nd Coat: Minwax clear gloss polyurethane
  3rd Coat: Minwax clear gloss polyurethane
  4th Coat: Minwax clear gloss polyurethane

INTERIOR CONCRETE FLOOR

SW ARMOR SEAL TREAD PLEX ACRYLIC (3) COATS MIN.

10260 WALL & CORNER GUARDS  (NOT USED)

10425  INTERIOR SIGNAGE
1. PROVIDE  BEST MANUFACTURING SYSTEM HC200 ADA SYSTEM.  COLOR AS SELECTED BY

ARCHITECT.
2. PROVIDE (1) HC200S 8"x8" AT EACH TOILET DOOR MOUNTED AT 60" A.F.F TO CENTER.

SIGNS SHOULD INDICATE UNI-SEX, MEN & WOMEN AS WELL AS HC ACCESSIBILITY.
3. ADDITIONAL INTERIOR SIGNAGE BY OWNER.

10500  LOCKERS  (BY OTHERS)

10600 PARTITIONS  (NOT USED)

10800 TOILET ACCESSORIES  **
1.  SEE SHEET DRAWINGS FOR TOILET ACCESSORIES.

11130 AUDIOVISUAL EQUIPMENT (NOT USED)

11400 FOOD SERVICE EQUIPMENT  (NOT USED)

11480 ATHLETIC EQUIPMENT  (NOT USED)

12000 FURNISHINGS
1. ALL FURNISHINGS ARE BY OTHERS.

11310 LIGHTNING PROTECTION  (NOT USED)

13120 PRE-ENGINEERED STRUCTURES  (NOT USED)

13850 FIRE ALARM & DETECTION   (NOT USED)

14000 CONVEYING SYSTEMS  (NOT USED)

GENERAL DEMOLITION NOTES

SEE PROJECT MANUAL SECTION 01732 SELECTIVE DEMOLITION FOR
ADDITIONAL INFORMATION & REQUIREMENTS.

THE INTENT OF DEMOLITION ACTIVITIES GENERALLY IS TO PREPARE FOR
NEW FINISHED WORK AND TO RETURN EXISTING DISTURBED AREAS TO A
CONDITION TO MATCH EXISTING ADJACENT FINISHES.  IT IS IMPERATIVE
THAT THE CONTRACTOR AND ANY SUB- CONTRACTORS INVOLVED IN
THE WORK EXAMINE THE SITE PRIOR TO SUBMITTING A BID TO IDENTIFY
MISC.  AREAS OF REPAIR NECESSARY TO COMPLETE THE WORK.
REQUESTS FOR CHANGES WILL NOT BE GRANTED TO PERFORM
DEMOLITION WORK REQUIRED TO COMPLETE THE PROJECT THAT IS
VISIBLE AT THE TIME BIDS ARE SUBMITTED.

1.    WHERE FLOOR, WALLS OR CEILING ARE REMOVED, REPAIR EXISTING
ADJACENT FLOOR, BASE, WALLS & CEILING TO MATCH ADJACENT
FINISHES UNLESS OTHERWISE SCHEDULED.  PROVIDE NEW COVER PLATES
WHERE PLATES ARE MISSING OR DAMAGED.  UNLESS OTHERWISE NOTED,
TOUCH UP REPAINTING SHALL COVER ENTIRE WALL SURFACE AFFECTED
BY DEMOLITION.  RE-PAINT BOTH SIDES OF DOORS & FRAMES IN AREAS
SCHEDULED FOR NEW FINISHES.

2.  ALL DEMOLITION ACTIVITIES SHALL BE PERFORMED IN FULL
COOPERATION AND COORDINATION W/ OWNER.  COORDINATE ALL
LOSS OR REDUCTION OF EGRESS ELEMENTS OR ELECTRICAL OR
COMMUNICATIONS SYSTEMS WITH OWNER.  FOR INTERIOR REMODELING,
ERECT DUST BARRIERS & NEGATIVE PRESSURE ENCLOSURES AROUND
ENTIRE NEW CONSTRUCTION AREA TO PROTECT ADJACENT SPACES
FROM DUST AND DEBRIS.  CONTRACTOR SHALL MAINTAIN DUST BARRIER
INTEGRITY TO OWNER'S SATISFACTION AT ALL TIMES UNTIL SUBSTANTIAL
COMPLETION.  VERIFY AT PRE-CONSTRUCTION MEETING ACCESS TO
WORK AREA AND EXTENT OF WORK TO BE PERFORMED AFTER HOURS.

3.  WHERE EXIST. ITEMS ARE RELOCATED, REPAIR DAMAGES TO ORIGINAL
LOCATION AND PROVIDE HANGERS, SUPPORTS, WIRING, CONDUIT, ETC.
NECESSARY FOR THE RELOCATION.

4.  PROTECT EXISTING STRUCTURE FROM DAMAGE DURING
CONSTRUCTION ACTIVITIES.  EXTREME CARE MUST BE TAKEN NOT TO
DAMAGE OR DISTURB EXISTING EQUIPMENT WHILE PERFORMING WORK.
DO NOT TURN OFF BREAKERS OR VALVES WITHOUT OWNER'S PERMISSION.

5.  DURING REGULAR BUSINESS HOURS, MAINTAIN REQUIRED EXITS FROM
BUILDING TO THE SATISFACTION OF THE BUILDING OFFICIAL.

6.  U.N.O. EXISTING VALVES, ELECTRICAL RECEPTACLES, SWITCHES &
EQUIPMENT SERVICING EXISTING FACILITY TO REMAIN.  CONTRACTOR
SHALL COORDINATE ALL  POWER OR FIRE ALARM SYSTEM INTERRUPTIONS
WITH OWNER'S REPRESENTATIVE.

7.  WHERE NEW PENETRATIONS ARE MADE THRU EXISTING EXTERIOR
WALLS OR ITEMS ARE REMOVED CREATING HOLES - SEAL FOR INSULATED
& WEATHER-TIGHT ENCLOSURE.

8.  IT IS THE INTENTION OF THESE BID DOCUMENTS TO IDENTIFY THE
GENERAL DESIGN INTENT OF THE DEMOLITION AND REMODELING WORK
NECESSARY FOR THE PERFORMANCE OF THIS REMODELING PROJECT.
CONTRACTOR & SUB-CONTRACTOS MUST FIELD VERIFY EXISTING MISC.
CONDUIT, PIPING, EQUIPMENT AND OTHER ITEMS ABOVE AND BELOW
THE LAY-IN CEILING THAT WILL NEED TO BE REMOVED AND OR
RELOCATED.  THIS WILL REQUIRE VISITING THE SITE PRIOR TO SUBMITTING
BIDS TO UNDERSTAND EXISTING CONDITIONS FOR ITEMS TO BE REMOVED
AND OR RELOCATED.  THE OWNER'S CONSTRUCTION REPRESENTATIVE(S)
SHOULD BE CONTACTED PRIOR TO BIDS SO ANY QUESTIONS MAY BE
ANSWERED BEFORE BIDS ARE SUBMITTED.

9. FINISHED FLOOR SPACE IS EXTREMELY VALUABLE TO THE OWNER.
CONTRACTOR TO BOX TIGHTLY AROUND ALL EXPOSED PIPING &
CONDUIT WITH SCHEDULED FINISH.  CONTRACTOR SHALL BOX IN
AROUND SPRINKLER RISERS, CONDUITS, MISC. DUCTS & OTHER EXPOSED
PIPING WITH GPDW ON METAL FRAMING.

10.  REPORT ANY DAMAGE TO EXISTING EQUIPMENT OR STRUCTURE TO
OWNER AT THE TIME OF DAMAGE - EVEN IF THE DAMAGE IS PROMPTLY
REPAIRED.

11.  COORDINATE W/ MEP FOR ADDITIONAL EQUIPMENT DEMOLITION
AND HOLES REQUIRED.

12.  WHERE EXISTING WALLS ARE REMOVED REPAIR FLOOR AND CEILING
TO MATCH ADJACENT EXISTING SURFACES OR FOR NEW FINISH AS
INDICATED.

PHASES 1 & 2

REMOVE EX. WINDOW
(NEW WINDOW PHASE 2)

NORTH ELEVATION PHOTOS 
SCALE: NONE

SPECIFICATIONS (CONT.)

15000 MECHANICAL  (BY OTHERS)
1. MECHANICAL AND PLUMBING SYSTEM WORK WILL BE CONSTRUCTED AS DESIGN /

BUILD SYSTEMS.  COORDINATE WITH ALL OTHER WORK.  SYSTEMS SHALL BE
PROVIDED COMPLETE AND FULLY OPERATIONAL.  PROVIDE ALL NECESSARY LABOR
AND MATERIALS.   AS A MINIMUM, SYSTEMS SHALL COMPLY WITH APPLICABLE
CODES AND THE ICC A117.1-2009 ACCESSIBILITY CODE.

16000  ELECTRICAL  (BY OTHERS)
1. ELECTRICAL WORK WILL BE PERFORMED BY THE OWNER'S ELECTRICIAN AS DESIGN

/ BUILD WORK.

SUBMIT ALL MEP EQUIPMENT & FIXTURES FOR REVIEW AND COORDINATION.

A A B B

REMOVE EX. WINDOW
NEW WINDOW PHASE 2



CLASSRM-5
ACT + FLR MASTIC

1,086 SF

LOBBY
ACT

510 SF

NORTH CORRIDOR
VCT &ACT

3,136 SF

OFFICE
FLR. MASTIC

97 SF

CLASSRM-6
ACT

621 SF

OFFICE
FLR. MASTIC

80 SF

OFFICE-1
NO ACM

194 SF

OFFICE-2
NO ACM

151 SF

OFFICE-3
NO ACM

130 SF

DRUMS
NO ACM

82 SF

STORAGE
NO ACM

60 SF

STORAGE
NO ACM

66 SF

VAULT
NO ACM

45 SF

OFFICE-4
ACT

295 SF

CLASSRM-1
ACT

617 SF

MEN
NO ACM

WOMEN
NO ACM

AUDITORIUM

CLASSRM-2
ACT

635 SF

CLASSRM-7
ACT

635 SF

CLASSRM-8
ACT

635 SF

CLASSRM-3
ACT

635 SF

CLASSRM-4
ACM?
774 SF

KITCHEN
VCT & ACT

383 SF

BOOKS
VCT & ACT

384 SF

EAST
CORRIDOR
VCT &ACT

765 SF

NW
CORRIDOR
VCT &ACT

368 SF

SW
CORRIDOR
VCT &ACT

391 SF

EAST STAIR
VESTIBULE
VCT &ACT

315 SF

WEST STAIR
VESTIBULE
VCT &ACT

315 SF

FUTURE MEETING ROOM
VCT &ACT

2,885 SF

NOTED

ABATEMENT
FLOOR PLAN

PHASE 1 FLOOR  PLAN- MAIN LEVEL
SCALE: 3/32" = 1'-0"

PHASE 1 DEMO / ABATEMENT PLAN NOTES

(CONTRACT WORK)

1. REMOVE CARPET AND BLACK MASTIC.  REMOVE EXISTING
SUSPENDED CEILING & 12"x12" CEILING TILE & ACM MASTIC. PATCH
PLASTER AND RE-PAINT CEILING.

2. REMOVE EXISTING SUSPENDED CEILING & 12"x12" CEILING TILE &
ACM MASTIC.

3. REMOVE EXISTING CARPET & BLACK MASTIC, SUSPENDED CEILING
AND DUCTWORK

4. REMOVE EXISTING WALLS FULL HEIGHT.
5. REMOVE EXISTING FLOORING, BASE, CERAMIC TILE & LAY-IN

CEILING. PLASTER CEILING TO REMAIN.
6. REMOVE FLOOR TILE & ACM MASTIC, PREP. & RE-PAINT FLOOR TO

MATCH ENTRANCE LOBBY. REMOVE EX. SHOE MOULD, REPAINT
BASE.

7. REMOVE / ABATE EXISTING WINDOW UNITS. PREPARE FOR
REPLACEMENT WINDOW UNITS BY LEAVING MASONRY OPENING
CLEAN & FLUSH.  PROTECT EXISTING OPENING FROM WEATHER W/
7/16" OSB PANELS OVER TEMP 2X4 STUD FRAME. SEAL EXTERIOR
SEAMS WITH REMOVABLE TAPE OR SEALANT TO PREVENT WATER
ENTRY.

8. REMOVE EX. CARPET & BLACK MASTIC.

NOTE:   BEFORE START OF DEMOLITION, MEET AND COORDINATE W/
OWNER'S ELECTRICIAN AND HVAC CONTRACTOR TO REMOVE,
DISCONNECT OR RELOCATE MEP ITEMS.

1

GENERAL NOTES

1. ARCHIVE PLAN INFORMATION TAKEN FROM ORIGINAL BLUE PRINTS
WITH LIMITED FIELD VERIFICATION.  PLAN IS A WORK LOCATION
SKETCH PLAN - NOT ALL EXISTING FEATURES AND ELEMENTS ARE
SHOWN.  FIELD VERIFY EXISTING CONDITIONS.

2. SCOPE OF WORK INCLUDES TWO PHASES:   PHASE 1: ACM
ABATEMENT / REMOVAL &  SELECT DEMOLITION & LIMITED REPAIR
OF ABATED AREAS [CONTRACT WORK].  PHASE 2: ADDITIONAL
RENOVATION INDICATED [N.I.C.] .

1 2

3 3
3

3
4

5

6

7 7 7 7 7 7 7

INCLUDED IN N. CORRIDOR
FLOOR

INCLUDED IN N. CORRIDOR
FLOOR

STAIR TREADS & LANDINGS
N.I.C.

STAIR TREADS & LANDINGS
N.I.C.

INCLUDED IN N. CORRIDOR
FLOORINCLUDED IN N. CORRIDOR

FLOOR

UP UP

UP UP

UP UP

NO WORK NO WORK

NO WORK NO WORK

NO WORK

NO WORK

NO WORK NO WORK NO WORK NO WORK

NO WORK

NO WORKNO WORK
NO WORKNO WORKNO WORK

NO WORK

NO WORK

EX. PTD CONC.
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PHASE 1 WORK ONLY

101A 101C

LIMITS OF BASE BID WORK

LIMITS OF BASE BID WORK

PROTECT MURAL TO REMAIN
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CLASSRM-5
ACT + FLR MASTIC

1,086 SF

LOBBY
ACT

510 SF

NORTH CORRIDOR
VCT &ACT

3,136 SF

OFFICE
FLR. MASTIC

97 SF

CLASSRM-6
ACT

621 SF

OFFICE
FLR. MASTIC

80 SF

OFFICE-1
NO ACM

194 SF

OFFICE-2
NO ACM

151 SF

OFFICE-3
NO ACM

130 SF

DRUMS
NO ACM

82 SF

STORAGE
NO ACM

60 SF

STORAGE
NO ACM

66 SF

VAULT
NO ACM

45 SF

OFFICE-4
ACT

295 SF

CLASSRM-1
ACT

617 SF

MEN
NO ACM

WOMEN
NO ACM

AUDITORIUM

CLASSRM-2
ACT

635 SF

CLASSRM-7
ACT

635 SF

CLASSRM-8
ACT

635 SF

CLASSRM-3
ACT

635 SF

CLASSRM-4
ACM?
774 SF

KITCHEN
VCT & ACT

383 SF

BOOKS
VCT & ACT

384 SF

EAST
CORRIDOR
VCT &ACT

765 SF

NW
CORRIDOR
VCT &ACT

368 SF

NOTED

PHASE 2
FLOOR PLAN

PHASE 2 FLOOR PLAN- MAIN LEVEL
SCALE: 3/32" = 1'-0"

NEW WORK PLAN NOTES

(WORK BY OTHERS UNDER SEPARATE CONTRACT)

A. PREP FLOOR & INSTALL NEW CARPET SQUARES & SHOE MOLD,
REPAIR EXISTING FINISHES, REPAINT ALL WALLS (CEILING PAINTED
UNDER DEMOLITION FUNDING) & ADD NEW LIGHTING & HVAC
SYSTEM.

B. INSTALL NEW 2'X2' SUSPENDED A.C.T. & LIGHTING
C. PATCH RE-FINISH EXISTING CONC. FLOOR.
D. PREP FLOOR & INSTALL NEW CARPET SQUARES & SHOE MOLD,

REPAIR EXISTING FINISHES & PLASTER CEILING, REPAINT SPACE &
ADD NEW LIGHTING.   EXISTING WALL HVAC UNITS TO REMAIN -
OFFICES 1 & 2. INSTALL LARGER UNIT IN OFFICE-3.

E. CONSTRUCT NEW ADA ACCESSIBLE TOILET. INSTALL NEW THIN-SET
CERAMIC TILE FLOOR, 4" C.T. BASE, PTD. GPDW WALLS & LAY-IN
CLG.  INSTALL NEW EXHAUST FAN & LIGHTING. (SEE PLANS)

F. EXITING ENTRANCE DOORS TO REMAIN.  INSTALL NEW ADA
CLOSERS.

G. PROVIDE INSULATED THERMALLY BROKEN ALUM. REPLACEMENT
WINDOWS TO MATCH MULLION PATTERN OF EXISTING - SEE SPECS.
& SHEET A-2.

1

4

A B

F

D D D

E

G
TYP.

G
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N.I.C.
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FLOORINCLUDED IN N. CORRIDOR

FLOOR

UP UP

NO WORK

NO WORK NO WORK NO WORK NO WORK
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NO WORKNO WORK
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INTERIOR WALL TYPES
NOTES:
1.  PROVIDE 3" SOUND BATTS INSULATION IN ALL OCCUPIED  INTERIOR PARTITIONS
U.N.O.
2.  SEAL AROUND ALL EDGES AT SOUND PARTITIONS.
3.  PROVIDE MR GPDW AT WET WALLS (WHERE NOT FIRE RATED)
4.  U.N.O. EXTEND PARTITIONS TO UNDERSIDE OF PLASTER CLG. OR DECK ABOVE
5.  THICKEN WALLS AT PANELS & FOR PLUMBING.  CONSTRUCT CHASES TO COVER
EXPOSED PIPING AND DUCTWORK.

TYPE 'A' 5/8" GPDW EACH SIDE ON 3-5./8" MTL. STUDS @ 16" OC MAX (SOUND
BATTS) TYPICAL INTERIOR WALL TYPE - USE WHERE NOT OTHERWISE
INDICATED.

DOOR SCHEDULE
101A: NEW ADA CLOSER EACH LEAF.

101B: NEW ADA CLOSER.

101C: NEW ADA CLOSER.

102-1: NEW CLASSROOM LOCKSET

102-2: NEW PASSAGE LATCHSET

102A: EX. VAULT DOOR TO REMAIN

102B: REPLACE EX. DOOR W/ NEW PTD. WOOD DOOR TO MATCH, PASSAGE LATCHSET

103-1: NEW CLASSROOM LOCKSET

103-2: NEW PASSAGE LASTCHSET

103-A: NEW PASSAGE LATCHSET

103B: NEW PRIVACY LOCKSET

103C: NEW CLASSROOM LOCKSET

104: RE-USE EX. DOOR, REPAIR WOOD & APPLY OPAQUE FILM TO INTERIOR OF DOOR GLASS, NEW ADA
CLOSER & PRIVACY LOCKSET W/ MORTISE COVER

114-1: NEW CLASSROOM LOCKSET

114-2: NEW CLASSROOM LOCKSET

114A: NEW PASSAGE LATCHSET

114B: NEW PASSAGE LATCHSET

SEE DET. THIS SHEETNO WORK

PHASE 2 WORK ONLY

NEW ACCESSIBLE TOILET PLAN
SCALE: 1/4" = 1'-0"

5'
-0

"

1'
-9

"

5'-8"

ALIGN

WASHROOM ACCESSORIES

1. TOILET TISSUE HOLDER:  OWNER PROVIDED, CONTRACTOR INSTALLED.  (1) AT EACH
TOILET.

2. TOWEL DISPENSER:  OWNER PROVIDED, CONTRACTOR INSTALLED.  CONTRACTOR TO
PROVIDE BLOCKING FOR TOWEL DISPENSERS;  MOUNT 48" TO TOP OF OPERABLE
PARTS.

3. MIRROR:  24" WIDE x 3'-6" HIGH 14" FLOAT GLASS BEVEL EDGE FRAMELESS -  SECURELY
GLUED & CLIPPED TO WALL.  MIRROR SHALL BE GUARANTEED AGAINST SILVER
SPOILAGE FOR 15 YEARS.

4. TOILET STALL GRAB BARS:  EQ. TO ASI 3800 SERIES W/ INTEGRAL NON-SLIP SURFACE.
PROVIDE (1)-42" LONG & (1)-36" & (1) 18" LONG GRAB BAR AS INDICATED IN EACH
ACCESSIBLE TOILET ROOM OR STALL.

5. KOALA WALL MOUNTED BABY CHANGING STATION IN FAMILY TOILET ONLY.

NOTE:  CONTRACTOR TO VERIFY BLOCKING LOCATIONS.

1

3 2
5

EX. TO REMAIN
NEW PARTITION - MATCH EX. BASE

NEW FLUSH VALVE FLR. MTD. WC IN EX. LOCATION

41

DOOR NOTES

1.  ALL DOORS UP TO 7'-0" TALL TO HAVE 1 -1/2 PAIR HINGES.  DOORS OVER 7'-0"
TALL TO HAVE 2 PAIR HINGES.

2.  UNDERCUT DOORS AS REQUIRED FOR EASE OF OPERATION.  ALL DOORS
SHALL HANG 1/8" ABOVE FINISHED FLOOR/THRESHOLD EXCEPT DOORS
SCHEDULED TO BE UNDERCUT OR SPECIAL ACOUSTIC DOORS.

3.  WOOD DOORS: ALL DOORS TO BE REINFORCED FOR CLOSERS.  PROVIDE
MATCHING WOOD TRIM AT LITES.  INTERIOR GLASS TO BE 14" - SAFETY WHERE
REQUIRED

4.  PROVIDE (3) SILENCERS  TYP. AT EACH INTERIOR DOOR ON THE LATCHING
SIDE.

HARDWARE NOTES / TYPES

GENERAL NOTES:

1.  U.N.O, ALL HINGED DOORS TO HAVE SURFACE MOUNTED CLOSERS.  PROVIDE
CLOSERS WITH HOLD OPEN FEATURES AT NON-RATED STORAGE DOORS.

2.  ALL INTERIOR HARDWARE SATIN BRONZE FINISH TO MATCH SARGENT 11-LINE.

3.  ALL LATCH SETS AND HANDLES TO BE MATCHING LEVER STYLE W/ FULL RETURN.

4.  ALL INTERIOR DOORS TO HAVE MINIMUM GRADE 2 COMMERCIAL HARDWARE
UNLESS OTHERWISE NOTED.

5.  PROVIDE 12" KICKPLATES AT TOILET  & ALL PUBLIC EGRESS DOORS.

6.  EXTERIOR DOORS TO HAVE WEATHERSTRIPPING ALL AROUND W/ SILL SWEEPS.
PROVIDE SILL SWEEPS WITH DRIPS AT OUTSWINGING STEEL DOORS WITHOUT
OVERHANGS.

7.  COORDINATE KEYING WITH OWNER.  PROVIDE LOCKSETS COMPATIBLE WITH
SARGENT XC LARGE FORMAT CORES PROVIDED BY OWNER.  ALL LATCH AND
LOCK SETS TO BE SARGENT 11 LINE - SATIN BRONZE FINISH - CLEAR COAT.

8.  PROVIDE  COMMERCIAL BRUSHED STAINLESS STEEL DOOR STOPS AT ALL
DOORS - FLOOR MOUNTED WHERE POSSIBLE OR WALL MOUNTED W/ FULL
BLOCKING.

9.  REFERENCE THE PROJECT MANUAL FOR HARDWARE SPECIFICATIONS.
HARDWARE SUPPLIER SHALL PREPARE DETAILED HARDWARE SCHEDULE FOR
REVIEW UPON NOTICE TO PROCEED.  FURNISH ALL HARDWARE NECESSARY FOR A
COMPLETE CODE COMPLIANT INSTALLATION AS INDICATED BY THE
CONSTRUCTION DOCUMENTS.

REMOVE

G GG
TYP.

GGG

C

101A 101C

MURAL TO REMAIN

PATCH WALL AT NEW
WINDOW

RELOCATE EX. THERMOSTAT

MOUNT LAV ON HANGER ARMS

REPAIR & RE-USE EX. DOOR

104

102B102A

114-1 102-1

102-2
103-2

114-2

114-A

114-B

103-1

103B

103C
103A

DOOR 104
SCALE: NONE

REPAIR WOOD - CLEAN &
RE-FINISH DOOR

OPAQUE FILM INTERIOR SIDE

NEW LEVER LOCKSET W/
PLATE TO COVER MORTISE

KICKPL
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WINDOW HEIGHT 

1

1

2

FIXED SILL

FIXED HEAD

FIXED JAMB

HALF SCALE SECTIONS

HEAVY COMMERCIAL HISTORIC

                                                                                                              www.traco.com

3-1/4" PROJECTED OUT WINDOWS

Series NX-350 FIXED BEVEL FRAME

NOTED

CEILING PLAN
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PHASE 2 CEILING PLAN
SCALE: 1/4" = 1'-0"

PHASE 2 WORK ONLY

TYP, NEW WINDOW ELEVATION
SCALE: 1/4" = 1'-0"

10'-4"±

8'
-2
"±

10"

1"
EQ.

1"

10"

4"

10"

1"
EQ.

1"

10"

EQ
.

1"EQ
.

1"EQ
.

1"EQ
.

1"EQ
.

1"EQ
.

PROTECT & ENCASE
EX. STRUCT. MULLION

ALUM. FRAME

SDL MULLIION

1" INSUL. GLASS

NOTE: FIELD VERIFY EX. MASONRY OPENINGS

ELONGATED
URINAL

+9'-5"

RELOCATE EX. EXIT SIGN

NEW LT. FIXT. BY
OWNER - CONNECT TO

EX. SWITCH & CIRCUIT

NEW CLG. & GRID

NEW FAN/ LT OCCUPANCY SENSOR / SWITCH

+8'-0"

EX. PLASTER CLG.

EX. PLASTER CLG. EX. PLASTER CLG.

EX. PLASTER CLG.

TYP, NEW WINDOW SECTION
SCALE: HALF FULL SIZE

EX. CONC. SILL

CONT. SEALANT

1/4" SHIM

WINDOW UNIT

EX. TRIM TO REMAIN

CUT BACK EX. PTD. WOOD STOOL
OR PROVIDE NEW STOOL TO MATCH EX.
BACK PRIME ALL BARE WOOD

CONT. SEALANT W/ BACKER RODEX. BRICK

EX. BRICK

CONT. SEALANT W/ MTL. BEAD
AT NEW PLASTER / GPDW

MATCH EX. 2'X4' A.C.T. AT NEAREST GRID

NEW A.C.T.


